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Envi GreenPURE

HS/HSC 120-400

The compact Envi GreenPURE HS and HSC water
treatment systems are designed for connection
to the municipal water supply or softened water.
The reverse osmosis systems were specifi cally
developed for the safe and economical production of
pure water. The system comprises a wide range of
process technologies to achieve the required pure
water quality regardless of the feed water. 

 Simple integration and operability: The ready-to-
connect and attractively designed systems enable 
quick integration into existing systems. The 4.3“ 
display enables simple operation and clear status 
monitoring.

 Highly effi cient: Energy-effi cient and high-perfor-
mance reverse osmosis membranes achieve a high 
yield of pure water with simultaneously high salt 
rejection rates.

 Maximum fl exibility: Through various options, the 
system can be customised to the needs of the appli-
cation.

 Direct supply: Thanks to the integrated unit consis-
ting of a tank and a supply pump, the systems feed 
the consumers directly with the required quantity of 
pure water.
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Envi GreenPURE HS / HSC 120 200 400 

Permeate output (l/h) 120 200 400

Desalination rate (%) 97 / > 99 97 / > 99 97 / > 99

Effi  ciency/yield (%) 50 - 75* 50 - 75* 50 - 75*

TOC reduction (%) > 90 > 90 > 90

Pre-fi lter 10", 5-μm activated carbon 10", 5-μm activated carbon 10", 5-μm activated carbon

Dimensions (width x depth x height in mm) 600 x 770 x 1800 600 x 770 x 1800 600 x 770 x 1800

Feed water quality
municipal water in accordance 

with German drinking water                
regulations

municipal water in accordance 
with German drinking water                

regulations

municipal water in accordance 
with German drinking water                

regulations

Connection ¾" ¾" ¾"

Feed water pressure (bar) 2,5 - 4 2,5 - 4 2,5 - 4

Operating temperature (°C) 5 - 35 5 - 35 5 - 35

Ambient temperature (°C) 5 - 40 5 - 40 5 - 40

Storage tank capacity (l) 100 100 100

Electrical connection (V/Hz) 230/50 230/50 230/50

Power consumption (kW) 1,5 1,5 1,5

Article no. HS 320078 320079 320080

Article no. HSC 320081 320082 320083

* Effi ciency/yield 75% when fed with softened drinking water

Variant HS
 Ready-to-connect compact system with a small footprint
 Integrated tank and booster pump
 Sophisticated pump technology with integrated high-pressure pump for long service life
 Self-explanatory control technology: the control system provides information about the current operating status 

of the system via a 4.3-inch touch display
 The latest membrane technologies achieve retention rates of >99%

Variant HSC
 Includes all the advantages of the HS variant
 Large, regenerable ion exchange cartridges minimise follow-up costs compared to disposable systems and 

achieve long service life
 Quick change of ion exchanger cartridges thanks to integrated quick-release fasteners with aquastop
 Integrated emergency supply to ensure an uninterrupted supply
 Protection against water leakage thanks to an integrated drip tray with leakage sensor that stops the water sup-

ply in an emergency
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Options & accessories HS 120 HSC 120 HS 200 HSC 200 HS 400 HSC 400

UV lamps in the tank 327009  327009  327009 

Sterile fi lter for pure water
Filter fi neness 0.2 μm absolute 322010  322010  322010 

Leakage-sensor
Within the system 390068  390068  390068 

Ion exchanger
With conductivity measurement 310019  310019  310019 

Ion exchanger series connection
Only in conjunction with
Art. no. 330019

310020  310020  310020 

Emergency supply (bypass) 322009  322009  322009 

Second pure water outlet 322011  322011  322011 

Endotoxin fi lter 0,05 μm Filter
housing and pressure
gauge included

390091 390091 390091 390091 390091 390091

System separator + hardness 
stabiliser
For direct connection
to municipal water supply

322033 322033 322033 322033 322033 322033

Spare parts &
consumables HS 120 HSC 120 HS 200 HSC 200 HS 400 HSC 400

10“ Filter cartridge
5μm with activated carbon 455008 455008 455008 455008 455008 455008

10“ Filter cartridge
Hardness stabilisation 331021 331021 331021 331021 331021 331021

Membrane element 410177 410177 729795 729795 729795 729795

Ion exchanger
Replacement cartridge - 310028 - 310028 - 310028

UV submersible reactor
16W - 420070 - 420070 - 420070

Options, spare parts and consumables


