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Tank, round in PP
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Envi GreenPARTS

Tank, round in PP

Ideal for higher temperatures and aggressive media —
durable and chemical-resistant thanks to PP.

© Completely closed with removable lid
© Including connection pieces
© Optional sloping bottom for easier emptying

Tank PP (in ) 100 200 300 400 500
Material PP-H PP-H PP-H PP-H PP-H
Dimensions - 450 x 940 570 X 1140 650 x 1140 650 X 1540 720 X 1640
(diameter x height in mm)

Temperature resistance (media temperature) upto70°C upto70°C upto70°C upto70°C upto70°C
Connection inlet depending on the performance range of the reverse osmosis system

Connection intake depending on the performance range of the pump station

Article no. 390010 390011 390012 390013 390014

Tank with sloping base
for complete emptying 390015 390016 390017 390018 390019

Options & accessories

Sterile tank overflow +

Sterile tank ventilation + CO2 absorber 910630 910630 910630 910630 910630

Replacement packages Sterile filter 455350 455350 455350 455350 455350
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Tank PP (in ) 1000 1500 2000 3000 5000

Material PP-H PP-H PP-H PP-H PP-H
“Manho|e e o e 0 . 0 w 4 00 oo

?Digem“;Z“:height o) 890 x 2100 1060 x 2100 1220 %2100 1470 % 2100 1890 2100
”Temperature resistance (medig tempera.f.L.Jre) ................ upt070 °C . upto70°C upto70 C .................. upto70 . upto70°C

Connection inlet depending on the performance range of the reverse osmosis system

Connection intake depending on the performance range of the pump station

Article no. 390030 390031 390032 390033 390034

Tank with sloping base
for complete emptying 390035 390036 390037 390038 390039

Options & accessories

Sterile tank overflow +

Sterile tank ventilation + Co2 Absorber 910630 910630 910630 910630 910630

Replacement packages Sterile filter 455351 455351 455351 455351 455351

Level control - electronic

Using an analogue pressure sensor to
measure the current tank level
Article no. 390059

Level control
(min./max./TL using 3 pressure switches)
Article no. 390058
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